Features

The Model 250S1G4A is a portable, self-
contained, air-cooled, broadband, completely
solid-state amplifier designed for applications
where instantaneous bandwidth, high gain and
linearity are required. Push-pull circuitry is
utilized in all high power stages in the interest
of lowering distortion and improving stability.
The Model 250S1G4A, when used
with a sweep generator, will pro-
vide a minimum of 250 watts of
RF power.

The Model 250S1G4A is equipped
with a Digital Control Panel (DCP)
which provides both local and
remote control of the amplifier.
The DCP uses a color LCD touch
screen and a single rotary knob to
offer status reporting and control
capability. The display provides
Forward Power and Reflected Pow-
er values plus amplifier status. Special features
include a gain control and RF output level pro-
tection.

250S1G4A

e 250 Watts CW
e 0.7-4.2GH:z

All amplifier control functions and status indi-
cations are available remotely in GPIB/IEEE-
488 format, RS232 hardwire and fiber optic,

USB and Ethernet. The buss interface connect-
or is located on the back panel and positive
control of local or remote operation is assured
by a keylock on the front panel of the amplifi-
er.

The low level of spurious signals and linearity
of the Model 250ST1G4A make it ideal for use
as a driver amplifier in testing wireless and
communication components and subsystems.
It can be used as a test instrument covering
multiple frequency bands and is suitable for a
variety of communication technologies such as
CDMA, W-CDMA, TDMA, GSM etc. It is also
suitable for EMC Test applications where un-
distorted modulation envelopes are desired.

The 250S1G4A has the ability to be upgraded
at a later date to the Model 350S1G4, 350
watt amplifier.  Upgrading to the Model
350S1G4 allows for future upgrades by utiliz-
ing our Expandable Power Technology.

The export classification for this amplifier is
3A001. These commodities, technology or
software are controlled for export in accord-
ance with the U.S. Export Administration Regu-
lations. Diversion contrary to U.S. law is pro-

hibited.
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250S1G4A

250 Watts CW
0.7-4.2GHz

Specifications

RATED OUTPUT POWER: 250 watts minimum
INPUT FOR RATED OUTPUT: 1.0 milliwatt maximum

POWER OUTPUT @ 3dB COMPRESSION: Nominal,
280 watts; Minimum, 240 watts

POWER OUTPUT @ 1dB COMPRESSION: Nominal,
240 watts; Minimum, 200 watts

FLATNESS: =1.5 dB typical, =2.0 dB maximum
FREQUENCY RESPONSE: 0.7-4.2GHz instantaneously
GAIN (at maximum setting): 54 dB minimum

GAIN ADJUSTMENT: 15 dB minimum

INPUT IMPEDANCE: 50 ohms, VSWR 2.0:1 maximum
OUTPUT IMPEDANCE: 50 ohms nominal

MISMATCH TOLERANCE*: 100% of rated power with-

out foldback. Will operate without damage or oscilla-
tion with any magnitude and phase of source and
load impedance. *See Application Note #27.

MODULATION CAPABILITY: Will faithfully reproduce
AM, FM, or pulse modulation appearing on the input
signal.

HARMONIC DISTORTION: Minus 20 dBc maximum at
225 watts

THIRD ORDER INTERCEPT POINT: 64 dBm typical
RF POWER DISPLAY: Digital, forward and reflected

PRIMARY POWER: 120-240VAC, 50/60 Hz, single
phase, 1450 watts

Model Configurations
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CONNECTORS:
RF Connectors See Model Configurations
Safety intlk 15 pin female subminiature D,

rear

Remote computer interface
IEEE-488 (GPIB)& RS-232 con-
nector, rear

Remote Computer Interface (Fiber Optic)
ST Conn Tx, RS-232 Rx

Operate Interface  RJ-11, rear

USB 2.0 Type B

Ethernet RJ-45

IEEE-488 (GPIB) INTERFACE & RS-232: Allows control
and monitoring of all front panel controls except key-
lock position control

COOLING: Forced air (self contained fans)
EXPORT CLASSIFICATION: 3A001

MODEL # RF INPUT RF OUTPUT WEIGHT SIZE (W x H x D)
250S1G4A Type N female, front Type 7/16 female, front (Z]Sésltss]) 5(])93;; 55229;26; ;m
250S1G4AM1 Type N female, rear Type 7/16 female, rear (Z;:ltﬁ) 50]3; 55229:26; i(;m
25051 GAAM2 Same as standard wroi::il:;?re removed for rack (5]32.39”;2) 48.]?;xx5231.3xx221incm
25051 GAAM3 Same as M1 with ;r;ﬂ::;t:. removed for rack (?2.39”;2) 48.]12);5231.11 ;j]incm
25051G4AM4* Type N female, rear Type N female, rear (1??08 ITSS) 522]])(5226;( fi: i;m
250S1G4AM5** Type N female, rear Type 7/16 female, rear (2]32 Il:ags) 501.3‘;.X8 14:é9xx231i:m
250S1G4AM6 Type N female, rear Type N female, rear (Z]SSSIIIZE) 5?3; 55229;26‘: ;m
25051 GAAM7 Same as M6 with :;ﬂz;l:; removed for rack (?239”[;2) 48:|39xx523.|.ix2§1incm
250S1G4AM8 Type N female, front Type 7/16 female, rear (Z;:ltﬁ) 5013; 55229:26‘: i(r:1m

* Equipment rack with casters

** Model is housed in a 52551G4A/700S1G4A chassis to allow future upgradeability to either a 525 watt or a 700

watt model.

To order AR Products, call 215.723.8181. For an applications engineer call:800.933.8181. Direct to Service call: 215.723.0275 or
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